Technical Standards & Safety Authority CAD Amendment BPV-25-01
Boilers and Pressure Vessels 01 Jun 2025

ULC (Underwriters’ Laboratories of Canada)

CAN/ULC-S603.1Standard for External Corrosion Protection Systems for Steel
Underground Tanks for Flammable and Combustible Liquids

Additional notes to CAD Amendment:
The following standards are not included in the list of references as they are under the scope of the Fuels
Safety program at TSSA and the appropriate Code Adoption Document should be consulted for the
correct edition:

CSA Z662 Oil and Gas Pipelines Systems

CAN/CSA B149.1 Natural Gas and Propane Installation Code

CAN/CSA B149.2 Propane and Storage and Handling Code

CAN/CSA-B149.5 Installation Code for Propane Fuel Systems and Tanks on Highway Vehicles

1.4 Clause 3 Definitions is amended:

i. by revoking the definition of “Authorized inspection body” and substituted with the
following:

Authorized inspection body — An authorized inspection agency as defined by
ASME, or a Canadian provincial or territorial authority having jurisdiction.

ii. by amending the definition of Authority Having Jurisdiction (AHJ) with adding the
following at the end of existing clause:

Technical Standards and Safety Authority (TSSA) is the authority having
jurisdiction (AHJ) in the province of Ontario.

ii. by revoking the definitions of “External audit” and “Internal audit” under the Audit
definition.

iv. by revoking paragraph (b) of the definition of Design Pressure (relating to CNG
and hydrogen).

v. by adding the following definition:

Electrochemical Cell Stacks for hydrogen electrolysis (ECS) — A device that
uses electricity to split water into hydrogen and oxygen which in Ontario is
considered a pressure vessel during its lifecycle for manufacturer certification,
installation, registration, fabrication, certification, and periodic inspection.

vi. by adding the following to the end of the definition of “Fitting”:

Fitting — Category H fittings as described in Table 1 Note 2 that are not attached to
a boiler, pressure vessel, or piping under the Act are exempt from O. Reg. 220/01.

Ad(ditional notes to CAD Amendment:

The definition for fitting identifies that it is not a fitting unless the fitting is attached to an item such
as a boiler, pressure vessel or piping system that is captured by the regulation and this is
consistent with O.Reg.220/01. Standalone items including category H items are exempt (e.g.
pressure vessels with volume less than 1.5 cubic feet or a small piping system that has an internal
diameter less than 6” and internal volume less than 1.5 cubic feet).
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